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With its selection of accessories, Axio Lab.A1 can be configured for any application.
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ZEISS EC EPIPLAN objectives are specially designed to fulfill 

the everyday requirements in materials labs and quality inspec-

tion. This tried-and-approved class of universal objectives offers 

the best combination of economic efficiency and performance. 

Select from a large number of Siedentopf-type binocular 

and trinocular tubes to cover all documentation needs with 

a maximum of ergonomics.

Note that Axio Lab.A1 is available with differential interfer-

ence contrast (C-DIC): A polarizing method that converts even 

the tiniest changes in the surface morphology of a specimen into 

brightness differences, C-DIC delivers excellent contrast in phase 

objects and other specimens poor in intensity contrast.

The new professional microscope camera AxioCam ERc 5s, 

in a package with AxioVision LE image processing software, is 

an ideal companion to Axio Lab.A1. AxioVision LE supports the 

optional Interactive Measurement module, a special feature per-

mitting the measurement of interactively defined contours: areas, 

orientation angles, perimeter, diameter, centroid and so on. 
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Axio Lab.A1 – Technical Data

Stand Upright microscope Axio Lab.A1

integrated reflected light illumination

Focus Manual, coaxial coarse/fine drive, 30 mm travel range

Illumination Halogen reflector lamp HAL 50/12V 50W, optional LED

Nosepiece 5 position nosepiece, for brightfield and darkfield, M27

Reflector turret 4 position for Push&Click modules

Power supply unit Internal 12V DC 50W

stabilzed 100...240V AC/50…60Hz/110VA

Filter slider 2 positions; 25 mm diameter

Stage Mechanical stage, 75x30 mm, 

coaxial drive right side,

anodized surface hardcoated

specimen holder included

Eyepieces PL 10x/20 Br. foc.

PL 10x/22 Br. foc.

Camera AxioCam ERc 5s

Sensor: 5 MP CMOS Sensor

Resolution: 2560 (H) x 1920 (V) = 5.0 Megapixels

Pixel size: 2.2 μm x 2.2 μm

Interfaces: 1x SD card slot, 1x mini USB 2.0,

1x AV (S-Video), 1x DVI (HDMI)

C-mount

Dimensions  
in mm (inches)
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Carl Zeiss MicroImaging GmbH
07740 Jena, Germany

Industrial | Göttingen Location
Phone : +49 551 5060 660
Telefax : +49 551 5060 464
E-Mail : micro@zeiss.de

www.zeiss.de/AxioLab-Mat


